Decision Rationale

Total Maximum Daily L cads for
Fecal Coliform for Blacks Run, Accotink Creek, and Christians Creek

|. Introduction

The Clean Water Act (CWA) requires a Tota Maximum Daily Load (TMDL) be developed
for those water bodies identified as impaired by a state where technology-based and other controls will
not provide for attainment of water quality sandards. A TMDL is adetermination of the amount of a
pollutant from point, nonpoint, and natural background sources, including a margin of safety (MQOS),
that may be discharged to awater quality-limited water body.

This document will set forth the Environmenta Protection Agency’s (EPA) rationde for
approving the TMDL s for fecal coliform for Accotink Creek, Blacks Run, and Christians Creek.
EPA'’ srationae is based on the determination that the TMDL s meet the following eight regulatory
conditions pursuant to 40 CFR §1.30.

1) The TMDLs are designed to implement gpplicable water quality standards.

2) The TMDLsinclude atota adlowableload aswell asindividud waste load dlocations
and load alocetions.

3) The TMDLSs consder the impacts of background pollutant contributions.

4) The TMDLs congder critical environmenta conditions.

5) The TMDLSs consder seasond environmenta variations.

6) The TMDLsinclude amargin of safety.

7) There is reasonable assurance that the TMDLs can be met.

8) The TMDLSs have been subject to public participation.

II. Background

Accotink Creek, Blacks Run and Chrigtians Creek are located in Fairfax, Rockingham, and
Augusta counties respectively. The watersheds for Accotink Creek, Blacks Run and Christians Creek
are 19,417 acres, 12,256 acres and 68,429 acres respectively. In Accotink Creek, low density
resdentia (41.4%) and forest (38.9%) makeup 80% of the watershed. In Blacks Run, medium dengity
resdentia (59.5%) and improved pasture (14.4%) makeup 74% of the watershed. In Christians
Creek, improved pasture (47.3%) and forest (28.9%) makeup 76% of the watershed. Theimpaired
segments of Accotink Creek, Blacks Run and Christians Creek are 4.5 miles, 10.7 miles and 31.52
miles respectively. The impaired segment of Accotink Creek begins at its confluence with Crook
Branch and continues downstream to Lake Accotink. The Blacks Run segment begins at its
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headwaters and continues downstream to its confluence with Cooks Creek. The Christian Creek
segment begins a its headwaters and continues downstream to its confluence with Middle River. The
watershed identification codes for Accotink Creek, Blacks Run and Christians Creek are VAN-A15R-
02, VAV-B26R-01 and VAV-B14R-01 respectively.

In response to Section 303(d) of the CWA, the Virginia Department of Environmenta Qudity
(VADEQ) ligted dl of the above mentioned segments as being impaired by elevated levels of fecd
coliform on Virginia s 1998 Section 303(d) list. These segments were listed for violations of Virginia's
fecd coliform bacteriawater quality sandard. The impaired segments of Blacks Run and Chrigtians
Creek were ligted for failing to attain the state’ s general standard for aguatic life use based on
evauations of the benthic community. A separate TMDL has been developed to address thisissue on
Blacks Run. EPA isevauaing the data on Chrigtians Creek to determineif ligting is till warranted.

Fecal coliform is a bacterium which can be found within the intesting tract of al warm blooded
animas. Therefore, fecd coliform can be found in the fecd wastes of dl warm blooded animals. Fecdl
caliform in itsdf is not a pathogenic organism. However, feca coliform indicates the presence of feca
wagtes and the potentia for the existence of other pathogenic bacteria. The higher concentrations of
fecd coliform indicate the devated likelihood of increased pathogenic organisms.

EPA has been encouraging the states to use e-coli and enterococci as the indicator species
instead of feca coliform. A better correlation has been drawn between the concentrations of
e-coli and enterococci, and the incidence of gagtrointesting illness. The Commonwedth plans on
adopting the e-coli and enterococci standards in late 2002.

AsVirginiadesgnates al of its watersfor primary contact, al waters must meet the current feca
coliform standard for primary contact. Virginia s sandard gppliesto al streams designated as primary
contact for al flows. Through the development of these and other smilar TMDLS, it was discovered
that natura conditions (wildlife contributions to the streams) could cause or contribute to violations of
the fecdl coliform standard. Thus, many of Virginia s TMDLs have cdled for some reduction in the
amount of wildlife contributions to the impacted streams. EPA bdlieves that a Significant reduction in
wildlifeis not practica and will not be necessary due to the implementation plan discussed below.

A phased implementation plan will be developed for dl streamsin which the TMDL calsfor
reductions in wildlife. In Phase 1 of the implementation, the Commonwedth will begin implementing the
reductions (other than wildlife) caled for inthe TMDL. In Phase 2, which can occur concurrently to
Phase 1, the Commonwedth will consder addressing its standards to accommodate this naturd loading
condition. The Commonwedth has indicated that during Phase 2, it may develop a Use Attainability
Andyss (UAA) for sreams with wildlife reductions which are not used for frequent bathing. Depending
upon the result of the UAA,, it is possible that these streams could be designated for secondary contact.

The Commonwedth will aso investigate incorporating a natural background condition for the
bacteriologicd indicator.



After the completion of Phase 1 of the implementation plan, the Commonwedth will monitor the
dream to determine if the wildlife reductions are actualy necessary, asthe violation level associated with
the wildlife |loading may be smdler than the percent error of the modd or fdl within the MOS. In Phase
3, the Commonwedth will investigate the sampling data to determine if further load reductions are
needed in order for these waters to attain standards. If the load reductions and/or the new application
of standards allow the stream to attain standards, then no additional work iswarranted. However, if
gandards are il not being attained after the implementation of Phases 1 and 2, further work and
reductions will be warranted.

The impaired segments of Accotink Creek, Blacks Run and Chrigtians Creek were given ahigh
priority for TMDL development. Section 303(d) of the CWA and itsimplementing regulations require a
TMDL to be developed for those waterbodies identified as impaired by the state where technology-
based and other controls do not provide for the attainment of water quality Sandards. The TMDLSs
submitted by Virginia are designed to determine the acceptable load of feca coliform which can be
delivered to each of these impaired stream segments as demonstrated by the Hydrologic Simulation
Program Fortran (HSPF)*, in order to ensure that the applicable water quality standards are attained
and maintained. HSPF is considered an appropriate modd to anayze these watersheds because of its
dynamic ability to smulate both watershed loading and recelving water qudity over awide range of
conditions.

The TMDL andysis dlocates the gpplication/deposition of feca coliform to land based and
instream sources. For land based sources, the HSPF model accounts for the buildup and washoff of
pollutants from these areas. Buildup (accumulation) refersto dl of the complex spectrum of dry-
weather processes that deposit or remove (die-off) pollutants between storms.? Washoff is the removal
of fecd coliform which occurs as aresult of runoff associated with storm events. These two processes
alow the HSPF model to determine the amount of fecd coliform which is reaching the stream from land
based sources. Point sources and wastes deposited directly to the stream were treated as direct

'Bicknell, B.R., J.C. Imhoff, JL. Little, and R.C. Johanson. 1993. Hydrologic Smulation
Program-FORTRAN (HSPF): User’s Manua for release 10.0. EPA 600/3-84-066. U.S.
Environmenta Protection Agency, Environmental Research Laboratory, Athens, GA.

2CH2MHILL, 2000. Fecal Coliform TMDL Development for Cedar, Hall, Byers, and Hutton
Creeks Virginia,



deposits. These wastes do not need a transport mechanism to reach the stream. The dlocations cal for
the reduction in feca coliform wastes ddlivered by al instream and land applied sources.

Table 1 - Summarizes the Specific Elements of these TMDLS.

Segment TMDL WLA (cfulyr LA (cfulyr) MOS (cfulyr)*
Accotink Creek | 3.20E+15 0.13E+15** 291E+15 0.16E+15
Blacks Run 147E+14 5.52E+9 140E+14 0.07E+14
Christians Creek | 146E+15 0.01E+15 1.38E+15 0.07E+15
* Virginiaincludes an explicit MOS by identifying the TMDL target as achieving the total fecal coliform water quality concentration of 190 cfu/100ml as opposed to the WQS of 200
cfu/ml. This can be viewed explicitly asa5% MOS.

** The WLA is the summation of the loading from all current and future MS-4 facilities in the watershed.

EPA bdlievesit isimportant to recognize the conceptud difference among the waste load
alocation (WLA) vdues, load dlocation (LA) vaues for sources modeled as direct deposition to
stream segments, and LA vauesfor flux sources of fecd coliform to land use categories. The WLA
vaues and LA vauesfor direct sources represent amounts of feca coliform which are actudly
deposited into the stream segments. The HSPF modd, which considers landscape processes which
affect feca coliform runoff from land uses, determines the amount of fecal coliform which reechesthe
sream segments. The LA in Table 1 is the amount of colony forming units (cfu) reaching the edge of
stream from nonpoint sources annualy. The WLA is given in the amount of cfu reaching the stream.

The United States Fish and Wildlife Service has been provided with copy of this TMDL.
I11. Discussion of Regulatory Conditions

EPA finds tha Virginia has provided sufficient information to meet dl of the eight basic
requirements for establishing the fecal coliform TMDLs for Accotink Creek, Blacks Run and Chrigtians
Creek. EPA istherefore gpproving these TMDLSs. Our gpprova is outlined according to the regulatory
requirements listed below.

1) The TMDL is designed to meet the applicable water quality standards.

Virginia hasindicated that excessve levels of fecd coliform due to nonpoint sources (both wet
wegther and directly deposited nonpoint sources) have caused violations of the water quaity sandards
and designated uses on Accotink Creek, Blacks Run and Christians Creek. The water quality criterion
for fecd coliform is a geometric mean 200 cfu/200mL or an ingtantaneous standard of no more than
1,000 cfu/2100ml. Two or more samples over a 30 day period are required for the geometric mean
gandard. Since the Sate rardly collects more than one sample over athirty-day period, most of the
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samples are measured againgt the instantaneous standard. The HSPF modd provided the modelers
with water quaity samples at discrete time steps which enabled them to derive concentrations on at least
adaly bass. Therefore, the TMDLSs were designed to meet the geometric mean sandard. The
monitoring stations within Accotink Creek and Blacks Run had violation rates of 27% and 71%
respectively in 1998. Christians Creek has two monitoring stations these stations had violation rates of
38% and 63%. The datafor the 2000 assessment period indicated that the impairments are on going.
It isimportant to note that these violations were based on the 1,000 cfu/100 mL instantaneous standard.
Samples that were in accordance with this stlandard may till be above 200 c¢fw/100 mL, and thus,
problemétic for the attainment of the geometric mean. The geometric mean is designed to diminish the
impact of asmall number of extremey large samples on adataset. Therefore, the geometric mean is
most impacted by the conditions that occur most often.

The HSPF modd was used to determine the feca coliform deposition ratesto the land as well
as loadings to the stream from point and other direct deposit sources necessary to support the feca
coliform water quality criterion and primary contact use. The following discussion isintended to
describe how controls on the loading of fecd coliform to the impaired segments of Accotink Creek,
Blacks Run and Chrigtians Creek will ensure that the applicable criterion is attained.

The United States Geologicd Survey (USGS) collected bacteria source tracking (BST) data
for dl of these stream segments. The BST data was collected using aribotyping technique. The
andysis was performed on the e-coli bacteriafound in the fecd matter. Thisandyssdlowsfor the
determination of the sources of fecad coliform to the stream segment. As the sampling set increases, the
percent loading to the stream from each source can be determined more confidently. The dominant
fecal coliform sourcesto Accotink Creek based on the BST data were geese (24%), humans (20%),
and dogs (13%). The dominant sources for Blacks Run were cattle (29%), poultry (25%), and human
(13%). The dominant sources for Chrigtian Creek were poultry (25%), cattle (20%), and human
(15%).

The TMDL modeers determined the fecdl coliform production rates within the watershed.
Information and data used in the models was obtained from awide array of sources, including farm
practices in the area, the amount and concentration of farm animals, point sources in the watershed,
animd accessto the stream, wildlife in the watershed, wildlife feca production rates, land uses, wesether,
stream geometry, etc.. Themode combined al the data to determine the hydrology and water quality
of the stream. To determine the accumulation of feca coliform on certain land uses by specific sources
it is necessary to determine the amount of fecd wastes produced by the organism, the fecd coliform
dengty within the wastes, the population of the organism in the watershed, and the habitat on which the
organism resdes. The modders decided to hold the values of three of these parameters congtant while
adjugting the fourth parameter for modeling. 1t was decided that either the population or the fecd
coliform density would be adjusted to insure consistency between the model and observed BST data.
This was decided because it was fdlt that there was a greeater variability associated with these
parameters. In many instances the population was adjusted to match the smulated loadingsto the
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observed BST loadings. When this was done, the population values often had to be increased to levels
we know may not be accurate. These population vaues are caled effective populations.

Cdlibration is the process of comparing modeled data to observed data and making appropriate
adjustments to model parameters to minimize the error between observed and smulated events® The
hydrologic portion of these models were cdibrated to the USGS gages located within the watershed.
The hydrologic modes for Accotink Creek, Blacks Run and Christians Creek were cdlibrated to the
following time periods respectively; October 1993 through September 1997, February 1999 through
January 2001, and October 1993 through September of 1997. The time period for Blacks Run was
much shorter since there was no continuous gage for the stream prior to TMDL development. The
periods selected represent the hydrology over awide range of weether patterns. Severd parameters
induding the evapotranspiration rate, recession rates to groundwater and interflow, storage capacity
within the subsurface and surface zones, dope, and forest cover were adjusted to insure that the
cdibration closdly represented the observed data. The overall cdlibration fit the observed datawithin
the established bounds for the time periods of the cdibration.

In order to insure that the calibration was representing actua conditions properly, the mode
was trandferred to a different time period and run without adjusting the hydrologic parameters. The
hydrologic models for Accotink Creek and Christians Creek were validated against observed flow
conditions from 1998 through 1999 and 1992 through 1993 respectively. Please refer to the USGS
reports for avisual comparison of the observed versus smulated flow data.

EPA bdieves that usng HSPF to modd and alocate fecd coliform will ensure that the
designated uses and water quality standards will be attained and maintained for the impaired segments
of Accotink Creek, Blacks Run and Christians Creek.

2) The TMDL includes a total allowable load as well asindividual waste |oad allocations and
load allocations.

Totd Allowable Loads

Virginiaindicates thet the totd dlowable loading of fecd coliform is the sum of the loads
alocated to land based precipitation driven nonpoint source areas (residentia, urban, forest, grasdand,
wetland, pasture, hayland, cropland, barren, and impervious areas), directly deposited nonpoint sources
of fecd coliform (cattle in-stream), and point sources. Activities such as the gpplication of manure and
the direct deposition of wastes from grazing animals are considered fluxes to the land use categories.

3Maptech, 2002. Fecd Coliform TMDL Development for Catoctin Creek Impairments,
Virginia April 23, 2002.



The actud vaue for the totd fecd load can be found in Table 1 of thisdocument. Thetotd dlowable
load is calculated on an annud basis due to the nature of the HSPF modd.

Waste Load Allocations

Virginiaidentified severd point sources discharging to these impaired stream segments. The
point sources within each basin will be described separately. There was one permitted discharger
identified as discharging fecd coliform to Accotink Creek. The permitted discharger was Fairfax
County’s Municipa Separate Stormwater System (MS-4). A MS-4 is permitted to discharge
sormwater into a stream segment.  These facilities can have hundreds of outfalls discharging ssormwater
runoff to the stream from their jurisdiction. Due to the nature of the source, storm events, these outfals
are expected to discharge sporadicaly with ssorm events. It should be mentioned that a sewer line may
sometimes get crossed into a separate sormwater system inadvertently. Thus, discharging regardless of
wesgther conditions.

The sporadic nature of the source and the diffuse nature of the discharge, makesit difficult to
determine and measure compliance of such afacility with its WLA. Traditiondly MS-4 permits have
not incorporated an effluent limit. Instead, these facilities were given a set of best management practices
(BMPs) to comply with. The TMDL has alocated aWLA for dl sormwater related flows. Thisvaue
was determined based on the amount of feca coliform being discharged to the stream from urban and
resdentia impervious aress that were underlain by the MS-4 system in the modd. The city of Fairfax
and the Town of Viennawill receive MS-4 permitsin 2003. The TMDL provided alump sum loading
for dl (current and proposed) of the MS-4 systems within the watershed. The TMDL specificaly
designatesa WLA but requires implementation and measurement through BMPs.

There were two small point sources which were permitted to discharge fecd coliform within the
impaired segment of Blacks Run. The two facilities are each permitted to discharge 200 cfu/ 100 mL of
fecd coliform in ther daily effluent flow of 1,000 gdlons per day (gpd). Their WLA was the product of
their feca coliform concentration, flow and days of the year.

There were severd facilities discharging to Christians Creek during the study period. However,
acouple of the facilities diverted their effluent to an expanded facility and anew facility began
discharging. There werefive facilities and 12 single family home trestment plants discharging feca
coliform to Chrigtians Creek. Single family treatment plants are permitted to discharge 1,000 gpd with a
fecd coliform concentration of 200 cfu/ 100 mL. The WLA for these facilitiesis the product of the
fecd coliform concentration, flow and days of the year. All of the individud facilities discharging to the
impaired segment of Chrigtians Creek were permitted to discharge feca coliform at a concentration of
200 cfu/ 100 mL. It should be noted that due to trestment technologies associated with these facilities,
with the exception of the MS-4 permits, discharge concentrations are expected to be much lower then
ther permitted effluent limits. Tables 2aand 2b lig the facilities discharging to the Blacks Run and
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Chrigtians Creek watersheds and their WLA. The WLA for Accatink Creek can befound in Table 1
of thisreport.

EPA regulations require that an gpprovable TMDL include individud WLAs for each point
source. According to 40 CFR 122.44(d)(2)(vii)(B), “ Effluent limits developed to protect a narrative
water quality criterion, anumeric water quality criterion, or both, are cons stent with assumptions and
requirements of any available WLA for the discharge prepared by the state and approved by EPA
pursuant to 40 CFR 130.7.” Furthermore, EPA has authority to object to the issuance of any Nationa
Pollutant Discharge Elimination System (NPDES) permit that is incongstent with the WLAS established
for that point source.

Table 2a- WLA for Blacks Run

Fecility Permit Number Exigting Load Allocated Load
U.S. Training and VAG401217 2.76E+9 2.76E+9
Development Center

Sngle Family Home VAG401944 2.76E+9 2.76E+9

Table 2b- WLA for Christians Creek

Facility Permit Number Desgn How (gpd) Allocated Load
Augusta Co. Service | VA0025291 4,000,000 11,085.7E+9
Authority- Fishersville

Augusta Co. Service VA0090417 25,000 690.0E+9
Authority- Greenville

Augusta Co. School VA0020427 16,000 44.3E+9
Board

Woodlawn Village VA0089061 15,000 41.6E+9
L.L. Corp.

Souther States Coop, | VA0086738 0 0

Inc.

Sngle Family Home VAG401655 1,000 2.76E+9
Single Family Home VAG401967 1,000 2.76E+9




Single Family Home VAG401968 1,000 2.76E+9
Single Family Home VAG401082 1,000 2.76E+9
Single Family Home VAG401138 1,000 2.76E+9
Sngle Family Home VAG401159 1,000 2.76E+9
Fecility Permit Number Design How (gpd) Allocated Load
Single Family Home VAG401195 1,000 2.76E+9
Single Family Home VAG401203 1,000 2.76E+9
Single Family Home VAG401443 1,000 2.76E+9
Single Family Home VAG401449 1,000 2.76E+9
Single Family Home VAG401869 1,000 2.76E+9
Single Family Home VAG401969 1,000 2.76E+9
Total N/A N/A 11,895E+9
Load Allocations

According to Federd regulations at 40 CFR 130.2(g), LAs are best estimates of the loading,
which may range from reasonably accurate estimates to gross dlotments, depending on the availability
of data and gppropriate techniques for predicting loading. Wherever possible, natural and nonpoint
source loads should be distinguished.

In order to accurately smulate landscape processes and nonpoint source loadings, VADEQ
used the HSPF modd to represent the Accotink Creek, Blacks Run, and Christians Creek watersheds.
The HSPF mode is a comprehensive modeling system for the smulation of watershed hydrology, point
and nonpoint loadings, and receiving water quality for conventional pollutants and toxicants'. HSPF
uses precipitation data for continuous and storm event Smulation to determine total fecd loading to the
impaired segments from residentia, urban, forest, grasdand, wetland, pasture, hayland, cropland,
barren, and impervious areas. Thetota land loading of feca coliform is the result of the application of
manure and biosolids, direct deposition from cattle, other livestock, and wildlife (geese, deer, etc.), the
deposition of fecd coliform from failed septic systems, and fecad coliform production from pets.

* Supra, footnote 2.



In addition, VADEQ recognizes the sgnificant loading of fecd coliform from caitle in-stream.
This source is not dependent on a transport mechanism to reach a surface waterbody, and therefore,
can impact water quaity during low and high flow events. These TMDLs modded interflow (shalow
subsurface flow) as containing afeca coliform concentration of 1,500 cfu/ 100 mL. This assumption
athough backed by data was different than the assumption used by the Commonwealth in other
TMDLs. Reductions seen in interflow mirror the reductions demanded for land applied loads.
Therefore, a 75% reduction in cattle loading to a particular land surface would reduce the interflow
component by alike amount. This assumption required that more stringent controls be applied to the
fecd coliform loading to land surfaces. Additiond information on the sources of fecal coliform to the
impaired segments can be found in Appendix A of the fecal coliform TMDLsfor Accotink Creek,
Blacks Run and Chrigtians Creek. Tables 3athrough 3c document the land based nonpoint source
loads and the loading from cattle in-stream. The land based nonpoint source loads are given in annua
edge-of stream loadings.

Table 3a- LA for Accotink Creek

Land Use Existing Load Allocated Load Percent Reduction
Residential 195E+15 204E+15 8%
Urban 512E+15 0.08E+15 98%
Forest 0.79e+15 0.65E+15 18%
Grassland 0.62E+15 0.10E+15 84%
Wetland 0.28E+15 0.04E+15 86%
Total 26.31E+15 291E+15 8%
Table 3b - LA for Blacks Run
Land Use Existing Load Allocated Load Percent Reduction
Urban 3.88E+14 2.32E+13 9%
Residential 418E+14 6.55E+12 98%
Pasture 9.03E+14 5.60E+13 %
Hayland 751E+14 4.06E+13 95%
Cropland 165E+14 117E+13 93%
Forest 1.42E+13 1.39E+12 9%
Barren 1.82E+11 114E+10 9%
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Total 2.64E+15 1.39E+14 95%
Cattle In-Stream 2.96E+13 295E+11 9%
Table 3c- LA for Christians Creek
Land Use Existing Load Allocated Load Percent Reduction
Urban 254E+15 101E+14 9%6%
Residential 10.1E+15 123E+14 9%
Pasture 11.5E+15 4.96E+14 9%6%
Cropland 7.05E+15 4.28E+14 A%
Hayland 4.17E+15 1.66E+14 9%6%
Forest 1.38E+15 0.58E+14 %%
Total 36.74E+15 1.37E+15 %%
Direct Deposition 0.14E+15 0.01E+14 9%

3) The TMDL considers the impacts of background pollution.

A background concentration was set by determining the wildlife loading to each land segment.
4) The TMDL considers critical environmental conditions.

According to the EPA regulation 40 CFR 130.7 (c)(1), TMDLs are required to take into
account critical conditions for stream flow, loading, and water qudity parameters. The intent of this
requirement is to ensure that the water qudity of Accotink Creek, Blacks Run and Chrigtians Creek is
protected during times when it is most vulnerable.

Critical conditions are important because they describe the factors that combine to cause a
violation of water quality standards and will help in identifying the actions that may have to be
undertaken to meet water quality standards’. Critical conditions are a combination of environmenta

°EPA memorandum regarding EPA Actions to Support High Quality TMDLs from Robert H.
Wayland 111, Director, Office of Wetlands, Oceans, and Watersheds to the Regionad Management
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factors (e.g., flow, temperature, etc.), which have an acceptably low frequency of occurrence. In
specifying critica conditions in the waterbody, an attempt is made to use areasonable “worst-case”’
scenario condition. For example, stream analysis often uses alow-flow (7Q10) design condition
because the ability of the waterbody to assmilate pollutants without exhibiting adverseimpactsisat a
minimum. These criticd conditions ensure that water quality standards will be met for other than worst
case scenarios.

The sources of bacteriafor these stream segments were a mixture of dry and wet westher
driven sources. Therefore, the critical condition for Accotink Creek, Blacks Run and Christians Creek
was represented as atypica hydrologic year. Since these segments were modeled to attain the
geometric mean standard, base and low flow events occurred far more often then wet weether events, it
was essentid that the stlandard be maintained during these periods.

5) The TMDLs consider seasonal environmental variations.

Seasond variations involve changesin stream flow as aresult of hydrologic and climatologica
patterns. In the continental United States, seasondlly high flows normaly occur in early spring from
snow melt and spring rain, while seasondly low flows typicaly occur during the warmer summer and
early fal drought periods. Congstent with our discussion regarding critical conditions, the HSPF model
and TMDL andysis effectively considered seasond environmentd variations. The models dso
accounted for the seasond variation in loading. Fecd coliform loads changed for many of the sources
depending on the time of the year. For example, cattle spent more time in the stream in the summer and
animals were confined for longer periods of timein the winter.

6) The TMDLs include a margin of safety.

Thisrequirement is intended to add alevel of safety to the modeling process to account for any
uncertainty. The MOS may be implicit, built into the modeling process by using conservative modeling
assumptions, or explicit, taken as a percentage of the WLA, LA, or TMDL.

Virginiahas included an explicit MOS for these TMDL s by establishing the target water qudity
concentration for feca coliform a 190 cfu/ 100mL, which is more stringent than Virginia s water quality
standard of 200 cfw/100 mL. Thiswould be consdered an explicit 5% MOS.

Point sources were modded as discharging at their permitted concentrations and flows. This
was a conservative assumption because most sewage trestment plants discharge at concentrations far
below their permitted leve, thereby, providing additiona assimilative capacity for the stream.

Divison Directors, August 9, 1999.
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7) Thereis a reasonable assurance that the TMDL can be met.

EPA requires that there be a reasonable assurance that the TMDL can be implemented. WLAS
will be implemented through the NPDES permit process. According to 40 CFR 122.44(d)(1)(vii)(B),
the effluent limitations for an NPDES permit must be consistent with the assumptions and requirements
of any available WLA for the discharge prepared by the state and approved by EPA. Furthermore,
EPA has authority to object to issuance of an NPDES permit that isinconsistent with WLAS established
for that point source.

Nonpoint source controls to achieve LAs can be implemented through a number of existing
programs such as Section 319 of the CWA, commonly referred to as the Nonpoint Source Program.
Additiondly, Virginid s Unified Watershed Assessment, an eement of the Clean Water Action Plan,
could provide assstance in implementing this TMDL.

The TMDLs in their current form are designed to meet the gpplicable water quality standards.
However, the reductions needed to attain these standards are extreme. The Commonwedth intends to
implement these TMDL s through BMPs. The implementation of these practices will occur in stages.
Thisiswill dlow the Commonwedth to monitor the benefits of the BMPs and determine which practices
have the greatest impacts on water quadity. It will dso provide amechanism for developing public
support and checking the accuracy of the model.

To address the wildlife issue that was previoudy mentioned, the Commonwedth believes that it
may be appropriate to modify its current standards to address the problems associated with wildlife
loadings.

8) The TMDLs have been subject to public participation.

Severa public meetings were held to discuss TMDL development on these impaired segments.
All of the public meetings were public noticed in the Virginia Register and opened to at least a 30 day
comment period. For the Accotink Creek TMDL, the public meetings were held on October 28,
1999, March 01, 2000, January 25, 2001 and January 09, 2002. The first two meetings were held in
the Robert Frost Middle School in Fairfax County. The third and fourth meetings were held in City Hall
of Fairfax City. The public meetings for Blacks Run were held on August 30, 2000, May 10, 2001 and
November 01, 2001. All of the meetings were held in VADEQ' S s regiond office in Harrisonburg,
VA. The public meetings for Christians Creek were held May 24, 2000, November 08, 2000 and
November 02, 2001. All of the meetings were held in the Beam Annex Building in Fisherville, VA.
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